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Brandt STD 5000/6000 Series
Thermo's STD Series of Current to Pressure Transducers represent the highest standard in I/P technology. The rugged NEMA 4X housing, compact size and revolutionary "Plug-In E-Pi  Module" coupled with field proven "E-Pi Transducer Technology" and affordable prices, make them the most accurate, reliable and simplest E/P's to install, operate and maintain in the industry. 
The STD 5000 Series meets NEMA 4X and offers intrinsically safe operation, and the STD 6000 Series meets NEMA 4X and Explosion-Proof (FM approved Class 1 Div 1) requirements.
· Field proven “E-Pi” Technology is unaffected by vibration shock, or mounting position!

· Accuracies of +/-0.15% to +/-0.25%                   

· Field selectable input ranges of 4-20mA, 10-50mA (Consult factory for other inputs).                   

· Standard outputs of 3-15, 6-30, 3-27, 1-17 psig available. Consult factory for other outputs.                 

· Standard Supply pressures ranges of 20 to 35 psig. Ranges of 35 to 100 psig available on selected units.                    

· Air consumption of 0.04 SCFM.                   

· Output capacity of 4.0 SCFM (minimum) to 8.0 SCFM @ 100 psig.                   

· Operating temperature range -40 to 150 Deg. F                   

· Rugged NEMA 4X & IP65 Enclosure.               

· Field selectable Direct, Reverse and Split Range.

